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2:33*Safety factor  4:1

Classic

All dimensions in mm

Sling Hook EK (without latch)  and EKN (with latch)    

Art. no. Code WLL 
tonnes*

For 
chain dim. L B E F G H Weight

kgs

EN 1677-2

Z100720 EK-32-8 32.8 32 333 105 76 38 61 80 17.7

Z100725 EKN-32-8 32.8 32 333 93 76 38 61 80 17.9

DIN 7540 - Also available in ROV version on request

Z101382 DK-50T-8 50.0 442 124 130 50.5 89 116 45.5

Z101361 DKN-50T-8 50.0 442 124 130 50.5 89 116 46.0

Z101384 DK-80T-8 80.0 610 155 102 63 110 145 79.5

Z101363 DKN-80T-8 80.0 610 155 102 63 110 145 80.0

F

Art. no. Code WLL 
tonnes*

For 
chain dim. L B E F G H Weight Appr.

kgs

Z645564 OKE-32-8 32.8 32.8 384 145 90 42 77 94 30

Foundry Hook OKE

EØ

L

H

C

Clevis Egglink CEL

Art. no. Code WLL 
tonnes*

For 
chain dim. C E G H L Weight

kgs

Z700968 CEL-7/8-8 2.0 7, 8 80 40 14 15 100 0.4

Z700969 CEL-10-8 3.2 10 100 50 18 19 126 0.7

Z700970 CEL-13-8 5.4 13 130 65 23 25 162 1.5

Container Hook BKGC    

Art. no. Code WLL 
tonnes*

For 
chain dim. L B G H Weight 

kgs

Z100242 BKGC-16-8 8.2 16 160 55 27 43 3.4

Spare part: RDOBK

Fulfills requirements in: EN 1677:2008, ISO 8539:2009, ASTM A952/A952M, AS 3776:2015 and SANS 1595:2003.

Fulfills requirements in: EN 1677:2008, ISO 8539:2009, ASTM A952/A952M, AS 3776:2015 and SANS 1595:2003.

Fulfills requirements in: EN 1677:2008, ISO 8539:2009, ASTM A952/A952M, AS 3776:2015 and SANS 1595:2003.

Fulfills requirements in: EN 1677:2008, ISO 8539:2009, ASTM A952/A952M, AS 3776:2015 and SANS 1595:2003.

Fulfills requirements in: EN 1677:2008, ISO 8539:2009, ASTM A952/A952M, AS 3776:2015 and SANS 1595:2003.


