
Properties
Diameter
of rope

Weight
pr.100
metres

Maximum
unspliced

length
Material Dyneema SK 75 (mm) (kg) (ton) (kN) (m)

Construction < 20 mm 1 x 12 7 3,4      7,5      73  2.200

                       > 20 mm 2 x 12 9 5,4      12,0      118  1.320

Torque None 11 8,3      18,4      180  5.830
Density 0.97 g/cm3 13 11,2      24,5      240  4.510
Colour 057.2  203      7,03      4,4151egnarO

Custom colours available 16 18,6      39,2      384  2.310
Modulus in rope 078.1  064      9,64      6,22812mm/Nk 63
Elongation at break 045.1  055      0,65      4,7202%7.3
Melting point 023.1  536      8,46      1,2312C°251-441
Max working temperature 001.1  227      6,37      0,7332C°56
Resistance to chemicals 099  118      7,28      1,2452tnellecxE
Shrinkage in cold water 028  988      6,09      8,6472enoN
Water absorption 027  079      9,89      7,1592enon tsomlA
UV resistance 066  1501      1,701      7,6513doog yreV
Abrasion resistance dry 006  1311      3,511      7,1623doog yreV
Abrasion resistance wet 055  8121      2,421      2,7633doog yreV
Flexibility 015  6131      2,431      3,3753dooG
Fibre resistance to alkalis 074  3341      1,641      8,0873tnellecxE
Fibre resistance to acids 044  8351      7,651      7,7893tnellecxE
Fibre resistance to most chemicals 004  3561      5,861      4,5914tnellecxE

43 104,7      182,9      1794  370
45 114,4      197,5      1937  340
47 124,5      212,3      2083  310
49 134,9      227,4      2230  290
51 145,6      242,6      2380  270

Minimum breaking 
strength unspliced

 
  Pre-stretched braided rope with ultra high breaking strength

Load - extension curve for DynIce Dux 75
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